
TUBING, GENERAL GUIDELINE FOR 304 SS, 304L SS, and 316L SS – METRIC MEASUREMENTS

AVAILABLE DIMENSIONS WALL THICKNESS [MM]

GAUGE OD[mm] 0.025 0.030 0.035 0.040 0.045 0.050 0.055 0.060 0.065 0.070 0.075 0.080 0.085 0.090 0.095 0.100 0.125 0.150 0.175 0.200 0.225 0.250 0.275 0.300 0.325 0.350 0.375 0.400 0.425 0.450 0.475 0.500

5G 5.200 ~ 5.699

6G 4.700 ~ 5.199

7G 4.200 ~ 4.699

8G 3.900 ~ 4.199

9G 3.600 ~ 3.899

10G 3.200 ~ 3.599

11G 2.900 ~ 3.199

12G 2.600 ~ 2.899

13G 2.250 ~ 2.599

14G 1.940 ~ 2.249

15G 1.700 ~ 1.939

16G 1.550 ~ 1.699

17G 1.350 ~ 1.549

18G 1.150 ~ 1.349

19G 0.950 ~ 1.149

20G 0.850 ~ 0.949

21G 0.780 ~ 0.849

22G 0.690 ~ 0.779

23G 0.590 ~ 0.689

24G 0.540 ~ 0.589

25G 0.480 ~ 0.539

26G 0.430 ~ 0.479

27G 0.390 ~ 0.429

28G 0.350 ~ 0.389

29G 0.321 ~ 0.349

30G 0.290 ~ 0.320

31G 0.250 ~ 0.289

32G 0.220 ~ 0.249

33G 0.200 ~ 0.219

34G 0.178 ~ 0.199

35G

36G

0.025 0.030 0.035 0.040 0.045 0.050 0.055 0.060 0.065 0.070 0.075 0.080 0.085 0.090 0.095 0.100 0.125 0.150 0.175 0.200 0.225 0.250 0.275 0.300 0.325 0.350 0.375 0.400 0.425 0.450 0.475 0.500

Available
Available with additional process

Under development
Not available
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PRECISION METAL TUBING

TUBING, GENERAL GUIDELINE FOR 304 SS, 304L SS, and 316L SS – IMPERIAL MEASUREMENTS

AVAILABLE DIMENSIONS WALL THICKNESS [INCHES]

GAUGE OD[inch] 0.00098 0.00118 0.00138 0.00157 0.00177 0.00197 0.00217 0.00236 0.00256 0.00276 0.00295 0.00315 0.00335 0.00354 0.00374 0.00394 0.00492 0.00591 0.00689 0.00787 0.00886 0.00984 0.01083 0.01181 0.01280 0.01378 0.01476 0.01575 0.01673 0.01772 0.01870 0.01969

5G 0.20472 ~ 0.22437

6G 0.18504 ~ 0.20471

7G 0.16535 ~ 0.18503

8G 0.15354 ~ 0.16534

9G 0.14173 ~ 0.15353

10G 0.12598 ~ 0.14172

11G 0.11417 ~ 0.12597

12G 0.10236 ~ 0.11416

13G 0.08858 ~ 0.10235

14G 0.07638 ~ 0.08857

15G 0.06693 ~ 0.07637

16G 0.06102 ~ 0.06692

17G 0.05315 ~ 0.06101

18G 0.04528 ~ 0.05314

19G 0.03740 ~ 0.04527

20G 0.03346 ~ 0.03739

21G 0.03071 ~ 0.03345

22G 0.02717 ~ 0.03070

23G 0.02323 ~ 0.02716

24G 0.02126 ~ 0.02322

25G 0.01890 ~ 0.02125

26G 0.01693 ~ 0.01889

27G 0.01535 ~ 0.01692

28G 0.01378 ~ 0.01534

29G 0.01264 ~ 0.01377

30G 0.01142 ~ 0.01263

31G 0.00984 ~ 0.01141

32G 0.00866 ~ 0.00983

33G 0.00787 ~ 0.00865

34G 0.00701 ~ 0.00786

35G

36G

0.00098 0.00118 0.00138 0.00157 0.00177 0.00197 0.00217 0.00236 0.00256 0.00276 0.00295 0.00315 0.00335 0.00354 0.00374 0.00394 0.00492 0.00591 0.00689 0.00787 0.00886 0.00984 0.01083 0.01181 0.01280 0.01378 0.01476 0.01575 0.01673 0.01772 0.01870 0.01969
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